Optical Rain Sensor with Rain Sensor Override Connection

This is a fixed installation using Glazing Vision's supplied optical rain sensor. All connections should be carried out
by a competent person.

All cables supplied at 2 m, extendable to 10 m with appropriate cable.

All optional items must be specified at time of order.

* 3A Fused SPST E0549
(Single pole / Single thow)
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OPTICAL RAIN CONNECTIONS E0700

Core Terminal Operation

Red Power P1 +24V DC

Blue Relay N/O Signal return
Green Power P2 *** Ground
Yellow Not connected -

Rain input

Relay COM ***
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4 Core 0.22 mm?
Aux cable
M0748

* The SPST switch is connected in series with the signal core (blue) of the M0748 (4 way control) cable.

Rain sensor override, switch contact open
Rain sensor active, switch contact closed

**Cables exit from the underside of the product. See the upstand drawing for the exact exit position.

*** Short between Power P2 and Relay COM

ESTIMATED WEIGHT SCALE
N/A Not to scale
REVISION DESCRIPTION NAME/DATE
. HL
- Initial Release
09/Dec/2020

PROJECT

Universal Controller MAO106 Wiring Diagrams

TITLE / DESCRIPTION CHECKED
Optical Rain Sensor with Rain MJIM
Sensor Override Connection

DRAWING NO. SHEET
100-SDD-UK-009 10F 1




