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PRODUCT

DESCRIPTION

REV. REVISION DESCRIPTION NAME/DATE

CHECKED

DRAWING NUMBER

SCALE

SHEET

GLAZING

SEALANTS SPECIFICATION: NEUTRAL CURE TO BS5889

FIXING SPECIFICATION: A2 STAINLESS STEEL

STANDARD EXTERNAL COLOUR: RAL 7015 Slate Grey

POLYESTER POWDER COATED: MIN 40 MICRONS

FINISH SPECIFICATION:

GLASS CONFORMS TO IMPACT RESISTANCE AND BREAKAGE 

CHARACTERISTICS OF BS EN 12600:2002. IGUs FABRICATED 

TO BS EN 1279 AND SUPPLIED IN ACCORDANCE WITH BS 

5516-2:2004.

 

VISION

ALL DIMENSIONS mm [in] UNLESS OTHERWISE STATED.

STANDARD INTERNAL COLOUR: RAL 9010 Pure White

-

HL

08.07.19

Initial release

JSL 08.07.19

GV Standard Free Standing Skybox
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76 mm

[3 in]

76 mm

[3 in]

Black obscured

glass region*

Black obscured

glass region*

76 mm

[3 in]

76 mm

[3 in]

Factory applied glazing tape

and structural adhesive seal

Factory applied glazing tape

and structural adhesive seal

Factory applied glazing tape

and structural adhesive seal

Factory applied silicone seal

with polyethylene backing rod

Polyester powder coated

internal framework

Polyester powder coated

internal framework

Insulated glass unit*

Insulated glass unit*

Insulated glass unit*

76 mm

[3 in]

Black obscured

glass region

*Varies dependent on glass specification

Triple glazed unit shown, but a double glazed option is also available.

Check your quote/order confirmation for specific information on what's been specified in your product.


