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PRODUCT

DESCRIPTION

REV. REVISION DESCRIPTION NAME/DATE

CHECKED

DRAWING NUMBER

SCALE

SHEET

GLAZING

SEALANTS SPECIFICATION: NEUTRAL CURE TO BS5889

FIXING SPECIFICATION: A2 STAINLESS STEEL

STANDARD EXTERNAL COLOUR: RAL 7015 Slate Grey

POLYESTER POWDER COATED: MIN 40 MICRONS

FINISH SPECIFICATION:

GLASS CONFORMS TO IMPACT RESISTANCE AND BREAKAGE 

CHARACTERISTICS OF BS EN 12600:2002. IGUs FABRICATED 

TO BS EN 1279 AND SUPPLIED IN ACCORDANCE WITH BS 

5516-2:2004.

 

VISION

ALL DIMENSIONS mm [in] UNLESS OTHERWISE STATED.

STANDARD INTERNAL COLOUR: RAL 9010 Pure White

-

HL

08.07.19

Initial release

JSL 08.07.19

GV Standard Free Standing Skybox
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NTS

UK Office

Sawmills Road

Diss

Norfolk

IP22 4RG

Tel: +44 (0)1379 658300

Email: sales@glazingvision.co.uk

Website: www.glazingvision.co.uk

Fixed section

Sliding section (door)

See Detail A

Fully weathered upstand and

roof structure (by others)

Width

Critical dimension

Includes all weathering finishes

(Customer to specify)

Internal Opening

Dependent on upstand thickness and internal finishes

Detail A on drawing 700-ASS-007

Detail B on drawing 700-ASS-008

Detail C on drawing 700-ASS-009

Detail D on drawing 700-ASS-009

Critical

Low point to be checked by customer for 

clearance depending on stair layout below

Lowest point = front internal frame height

(see drawing 700-ASS-004)

Note: Left hand exit product shown - right hand exit will be mirror image
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Minimum weathered

upstand height


