
Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

All angles 90±0.5 degrees unless specified

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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GV Standard Pyramid overview 

GV STANDARD PYRAMID 

Fixed rooflight

Fully weathered structural kerb 

and internal finishes (by others)

THERMALLY MODELLED FOR INDUSTRY LEADING

EFFICIENCY

REQUIRES WEATHERED KERB
(NOT SUPPLIED)

REFER TO DRAWINGS:
404-ASS-402
404-ASS-403
404-ASS-404
404-ASS-405
404-ASS-406
404-ASS-407
404-ASS-408
FOR DETAILS

Square Pyramid

Elongated Pyramid

Thermally broken aluminium framework providing

excellent thermal performance as standard.

Optional trickle ventilation

Flush glazing system provides maximum

daylight with minimal visible internal structure

Double and triple glazed options available

Clip on cover hiding structural fixings

Apex junction (black as standard)

Available with optional downlighter

in apex

Glass to glass joints at hip with

silicone seal (no framework)

Optional Downlighter Detail

Low voltage LED downlighter


