
Section through fall
( Scale 1 : 5 )

Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

Angular = ±0.5 degree

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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Revision DescriptionRev Drawn/
Date

Product: GV Standard Flushglaze

Description: Pitched Flushglaze Head Detail (EPDM)

Materials:

Finish:

Weight: N/A

Quantity:

Scale:

Drawn By:

Drawn Date:

Drawing No:

Check Date:

Checked By:
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* Refer to drawings 402-ASS-001
and S0009 for kerb details

 
** Insulated glazed units are available in a range of 

specifications. Please call Glazing Vision 
for further information.

 
*** Please contact Glazing Vision for confirmation 

of material compatibility.
Example roofling detail

(by others)

Weathering finishes/ 
gutter detail (by others)

EPDM membrane bonded 
to weathering finishes. ***
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Internal finishes, kerb and 
roof construction by others

Factory applied dual hardness
EPDM gasket (sealing between 
glass and top face of kerb. 
 

Powder coated aluminium 
framework

Structural kerb * 
(by others)

structural kerb fixing 
(supplied by Glazing Vision)

Optional kerb top trim
refer to drawing S0011 for details

(Supplied by Glazing Vision)

Factory applied structural foam glazing 
tape with structural adhesive seal

Factory applied low modulus neutral 
cure silicone (standard = matt black)

with polyethylene expanded 
foam backing rod
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Insulated glazed unit **


