
Section A-A ( Scale 1 : 1 )

A A

Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

All angles 90±0.5 degrees unless specified

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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Revision Description
Rev
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Product: 402 - GV Standard Flushglaze

Description: Circular Fire rated Flushglaze kerb detail

Materials:

Finish:

Weight: N/A

Quantity:

Scale:

Drawn By:

Drawn Date:

Drawing No:

Check Date:

Checked By:

402-ASS-055

PGW

21/9/11

As above

Std = RAL7015 Grey

N/A

1:1 @ A3

A

Roof and kerb note added for clarity
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10Nominal clearance of mm

External weathered finishes (by others)

Refer to 402-ASS-051, S0009 and S0010

for detailed kerb information

No.12 x 2 1/2" Stainless steel woodscrew 

structural kerb fixing 

(supplied by Glazing Vision)

Horseshoe packers to space framework 

from kerb (supplied by Glazing Vision)

Site applied fire rated silicone

(supplied by Glazing Vision)

Factory applied ceramic tape

Factory applied structural adhesive seal

Factory applied ceramic wool (8mm gap)

Factory applied fire rated silicone

Powder coated aluminium framework

Fire rated unit *

Compriband Ilmod or similar to be applied

during installation (supplied by Glazing Vision)

Site applied ceramic foam tape

(supplied by Glazing Vision)

* Standard fire rated unit:

6mm clear toughened outer pane

20mm steel spacer

19mm laminated fire rated inner pane

3°Min = 

KERB PITCH

Recommended = 5°

Max = 70°

Circular rooflight

(supplied by Glazing Vision)

Kerb and roof (by others)

Kerb and internal 

finish (by others)


