
Section A-A ( Scale 1 : 5 )

Section B-B ( Scale 1 : 2 )

A

A

B B

Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

All angles 90±0.5 degrees unless specified

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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Refer to 402-ASS-001

for kerb mount detail

Fully weathered structural kerb 

 and internal finishes (by others)

Note: This is a standard reference drawing which 

includes both wall and kerb mounting details to 

illustrate the possible configurations for the 

flushglaze range. It is not an order specific drawing 

and therefore does not reflect your specific order 

dimensions or configuration. Ensure you check 

your order confirmation meets the specifics of your

order before signing.

Polyethylene expanded 

foam backing rod

(applied during installation)

Walk-on glazed unit

60.0°

60.0°

Refer to 402-ASS-008

for wall mount detail

Internal Finishes (by others)

20mm clearance from kerb

Approx 

60mm

Factory applied structural 

foam glazing tape

Factory apllied low modulus neutral 

cure silicone (standard =matt black)

Factory applied structural

 adhesive seal

Polyester powder coated back to 

back angles support glass 

across the middle inbetween kerbs

Mating countersunk fixings 

(supplied by Glazing Vision)

Widths, 76mm or 102mm

(dependent on overall size)

Height varies from

51mm to 127mm

(dependent on roof light)


