
Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

All angles 90±0.5 degrees unless specified

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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607 - GV Standard Box

Product overview

N/A

GV STANDARD FREE STANDING BOX

ELECTRONICALLY OPERATED SLIDING ROOFLIGHT

Closed position

Open position

REQUIRES WEATHERED KERB

(NOT SUPPLIED)

REFER TO DRAWING:

607-ASS-002

FEA MODELLED FOR

STRUCTURAL INTEGRITY

THERMALLY MODELLED FOR INDUSTRY

LEADING EFFICIENCY

Sliding section of glazing

Fixed section of glazing

Fully weathered structural kerb

and internal finishes (by others)

Polyester powder coated aluminium extrusion

with integrated polyamide thermal breaks

offers exceptional thermal performance

Glazing Vision electronic controller including 

battery operation with continuous trickle 

charge and motor drive mechanism all concealed 

within threshold tread plate

Twin drive motor mechanism comprising

planetary motor gearbox concealed within

framework for optimum performance

One way clutch and solenoid feature (patent

applied for) as standard, allows unit to be closed

without power.  Hidden internal override allows unit

to be opened without power

Butyl seal applied during installation

(supplied by Glazing Vision)


