This is a fixed installation all connections should be carried out by a competent person.

A mains supply must be available on site when the unit is installed otherwise it may not
be possible to fully commission the rooflight. Additional visits will incur additional charges.

The control switch must be installed for maintenance reasons even when connecting a BMS.

2 Core 0.75mm? -

2 metre flying lead extendable \

SMPSU
Supplied by
Glazing Vision
(installation by others
accessible for maintenance)

24v 300W DC
SMPSU
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All control cables supplied at 2m
extendable to 10m using 0.5mm?

A4

DPST Isolator
Supplied by
Glazing Vision
(installation by others
accessible for maintenance)

Mains connection

Supplied by Glazing vision
255 x 90 x 45mm

Optional battery backed
power supply dimensions:
540 x 220 x 145mm

o ——o— UK/EU: 220-240VAC 3A 50Hz
USA: 120VAC 5A 60Hz

**Cables exit from the underside refer to kerb drawing 607-ASS-002 for detailed exit position

GV Control switch connections
Core Terminal Operation
Blue 1 Signal
Green 2 Signal
Red 3 Signal
Black 4 Common
White 5 Close
Yellow 6 Open

All optional items must be specified at time of order
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Third angle projection unless otherwise noted.
Tolerances:

Whole numbers = £1mm

One decimal place = +0.5mm

Two decimal places = +0.2mm

All angles 90+0.5 degrees unless specified

IF IN DOUBT - ASK! DO NOT SCALE
Supplier to deburr & remove sharp corners
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