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Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

All angles 90±0.5 degrees unless specified

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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Product: 607 - GV Standard Free Standing Box
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General update. Back cover added.
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Kerb thickness increased, 'sill' added
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Detail A-B-C DGU (from drawing 607-ASS-008)

23 mmApprox  to frame outer

Factory applied PIR insulation

*Standard double glazed unit comprises:

 6mm Clear HST toughened outer

 20mm Warm edge argon filled silicone sealed spacer

 6mm Clear HST toughened soft coat low E inner

 Triple glazed option available on some sizes

Butyl seal applied during installation

(supplied by Glazing Vision)

Fully weathered kerb and

roof structures (by others)

Two staged seals

for exceptional air tightness and 

thermal performance

Standard colour:

RAL7015 Slate grey outer

RAL9010 Pure white inner

127 mm

Details from drawing 607-ASS-008

40 mm Black obscured

glass region

Factory applied silicone seal

with polyethylene backing rod

Polyester powder coated

external aluminium framework

(STD = RAL7015 Slate grey)

10 mmMIN  clearance

39mm Polyamide breaks for

excellent thermal insulation

Polyester powder coated

internal aluminium framework

(STD = RAL9010 Pure white)

Factory applied structural

adhesive seal

Factory applied structural

foam tape

134 mm

47 mm

Polyester powder coated

aluminium clip on cover

concealing structural stainless

steel kerb fixing with packers

(supplied by Glazing Vision)
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Recommended sill detail

(by others)


