
Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

All angles 90±0.5 degrees unless specified

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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Product: 601 - GV Standard Flat Skyglide

Description: Rain sensor and external keypad positions
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Factory applied low modulus neutral cure silicone (standard = matt black) with polyethylene expanded foam backing rod

Fully weathered structural kerb and internal finishes (by others)

Polyester powder coated aluminium clip on cover concealing structural stainless steel kerb fixing with packers (supplied by Glazing Vision)

When a rain sensor is required the customer is to specify a mounting position at 

time of order to maximise exposure to the elements and avoid being in the rain 

shadow of the building.

 

There are three positions for the rain sensor.  Either rooflight mounted (positions 1

and 2) or externally mounted with flying lead (position 3)

 

External keypads are always remotely mounted and supplied with flying leads

 

Refer to 601-ASS-407 for extending the keypad cable (if required)

 

NOTE: The rain sensor and keypad are optional extras

Fall of rain sensor will be away from 

the hinge at 45° angle to the horizon

Adjustable mounting bracket powder

coated to external rooflight colour

4 core cable (black)

Position 1

Approx. 140mm from drip leg

Position 2

Position 3

(Remotely mounted)

Cable exit hole positions

Plan View of Skyglide

External keypad on flying lead

Opening Direction


