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View along fall through extension supports
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Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

All angles 90±0.5 degrees unless specified

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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Product: 602 - GV Standard Sliding Over Roof

Description: Kerb Detail

Materials:

Finish:

Weight: N/A

Quantity:

Scale:

Drawn By:

Drawn Date:

Drawing No:

Check Date:

Checked By:
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Lead capping note added

JSL

10 Sep 2020

C

Added the word Mandatory on 145mm drainage gap

HTT

1 Jun 2020
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10 Sep 2020

MIN 64 mm

MAX 69 mm

HEIGHT DIFFERENCE BETWEEN TRACK

EXTENSION AND MAIN KERB

MIN 64mm

MAX 69mm

HEIGHT DIFFERENCE BETWEEN TRACK

EXTENSION AND MAIN KERB

Track support (by others)

Kerb structure (by others)
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MIN 64mm

MAX 69mm

HEIGHT DIFFERENCE BETWEEN TRACK

EXTENSION AND MAIN KERB

Hatched area denotes main kerb behind tracks.

Please note height difference and offset

Fully weathered structural kerb

and internal finishes (by others)
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KERB WIDTH

145 mm Mandatory drainage gap

145 mm Mandatory drainage gap

KERB WIDTH

140 mm MIN

35
5 mm

 Offset

35
5 mm

 Offset

Lead or similar capping (by others)

to support extension rails


