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Factory applied low modulus
neutral cure silicone (standard
= matt black) with polyethylene
expanded foam backing rod

Factory applied TPE bubble seal

Integrated extruded hinge detail. DD
I

Must be placed at top of fal

Polyester powder coated

external aluminium framework
(std = RAL7015 Slate grey) \

Polyester powder coated \\
aluminium clip on cover

concealing structural stainles
steel kerb fixing with packe

(supplied by Glazing Vision)

Approx 24mm

Section through hinge side

(Scale1:2)

113mm black obscured
glass region

Insulated glass unit*

Approx 69mm

S
rs

10mm Nom

. >4
inal clearance

*Specification dependant on clie

sV

sealing gasket

§Factow applied dual hardness EPDM

Factory applied structural glazing tape
and adhesive

Factory applied PIR insulation

Polyester powder coated internal
aluminium framework
(std = RAL 9010 White)

39mm Polyamide breaks for
excellent thermal insulation

Site applied polybutyl seal (supplied

by Glazing Vision)

—

Approx 131mm

Fully weathered structural kerb and internal
finishes (by others) refer to drawing
401-ASS-401 for suitable specification

100mm MIN Structural kerb

thickness includi

ng weathering finishes

nt options and glazing area

Synchronised electro-mechanical opening mechanisms offering

Intelligent controls allow vent to be stopped in any position

clear front opening

Optional items such as rain sensor and remote controls
add additional functionality

VisionVents can be specified to integrate with your building

management system (BMS)

VisionVents are available in many variants including
integrated and manual versions

Optional finishes can be specified from the full RAL colour range

Low voltage power supply as standard with the option of

battery backed operation
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