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Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

All angles 90±0.5 degrees unless specified

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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Product: 401 - GV Standard VisionVent

Description: VisionVent wall abutment detail

Materials:

Finish:

Weight: N/A

Quantity:

Scale:

Drawn By:

Drawn Date:

Drawing No:

Check Date:

Checked By:

401-ASS-411

JamesB

05.12.13

N/A

Std=RAL 7015 / RAL 9010

N/A

As above

-

Initial release

JamesB

05.12.13

A

Patent no. added

JSL

10.10.16
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108Approx mm

221Approx mm (Pitch dependent)
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Lead flashing

(by others)

Structural wall fixing and

packers supplied by

Glazing Vision

Recommended internal 

finish and insulation 

detail (by others)

Polyester powder coated 

internal framework

Factory applied 

PIR insulation

Factory applied dual

hardness EPDM

sealing gasket

*Insulated glass unit

*Specification dependant on client options and glazing area

Design patented: GB2514119

Factory applied TPE

bubble gasket

Polyamide thermal 

break detail
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Integrated VisionVents can be glazed into a range of configurations.

Details on this page are generic please contact Glazing Vision to discuss

your requirements.

Stand alone unit depicted.  Product available as part

of a multi-part unit offering large areas of glazing

with openable sections.  Various options available.

M
in

im
u

m
 / M

ax
im

u
m

 dim
e

n
sion

s a
pp

ly to inte
gra

ted

Vis
io

nV
e
nts

.  P
lea

se
 co

nta
ct us

 to
 dis

cu
ss y

ou
r req

uire
m

e
nts

10.10.16

JWL


