
Section A-A ( Scale 1:5 )

(Across the fall)

Section A-A ( Scale 1:50 )
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Third angle projection unless otherwise noted.

Tolerances:

Whole numbers = ±1mm

One decimal place = ±0.5mm

Two decimal places = ±0.2mm

All angles 90±0.5 degrees unless specified

IF IN DOUBT - ASK!  DO NOT SCALE

Supplier to deburr & remove sharp corners
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Product: 405 GV Integrated X-Vent

Description: Section A-A (Integrated across the fall)

Materials:

Finish:

Weight: N/A

Quantity:

Scale:

Drawn By:

Drawn Date:

Drawing No:

Check Date:
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Kerb Width

Critical dimension. Includes all weathering finishes

(Customer to specify)

276Approx mm

Internal Width

Critical dimension

(Customer to specify)
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Polyester powder coated

back to back support angles

with countersunk stainless

joining fixings

Insulated glass unit*

Factory applied PIR insulation

Internal opening dependant on kerb thickness and internal finishes

Internal finishes (by others)

Fully weathered structural

kerb and internal finishes

(by others)

Insulated glass unit**

*Standard double glazed unit comprises:

 6mm Clear HST toughened outer

 20mm Warm edge argon filled silicone sealed spacer

 4mm Clear HST soft coat low E toughened inner

**Standard double glazed unit comprises:

  6mm Clear HST toughened outer

  20mm Warm edge argon filled silicone sealed spacer

  6mm Clear HST soft coat low E toughened inner

MIN 10mm

clearance

24Approx mm

Integrated X-Vent

Plan View

Polyester powder

coated framework


